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The design and construction of a small, transonic,
cascade wind tunnel are reported. The tunnel is of the
intermittent blow-down type, and the initial test cascade
models the flow at the rotor blade tips of a single stage
transonic compressor at a relative Mach number of 1.U-.
General programs were developed for the design of round-to-
rectangular transition sections and for the computation of
supersonic nozzle contours. Complete machine drawings for
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A - Area, m
AR - Aspect ratio
B - Nozzle width, in
Ct - Lift coefficient
?. - Center-line notation
c - Blade chord, in
c - Specific heat at constant pressure, for air
P
= .24 Btu/lb°R
f - Fraction of blade passage between end blade and
nozzle wall
H - Nozzle height, in
i - Incidence angle, degrees
k - Ratio of specific heats, for air = 1.4
L - Lift, Ibf
I
M - Mach number
m - Mass flow rate
N - Number of blade passages
2
P - Pressure, Ibf/in
2
q - Dynamic pressure, Ibf/in
R - Radius of settling chamber, in
r - Radius, in
s - Blade spacing, in
V - Velocity, ft/sec
W - Velocity relative to rotor blade, ft/sec
X - Dimensionless velocity, V/ /Zc T.
X - Distance along nozzle, in
y - Height from nozzle centerline to contoured wall, in
z ^- Scale factor

Greek Letter Symbols












Boundary layer displacement thickness, in
2Kinematic viscosity, ft /sec





1 - Section at cascade inlet or supersonic nozzle outlet
2 ^ Section at cascade exit
w - Nozzle wall conditions
L - Lift coefficient
t - Total or stagnation properties
<»
- Reference condition for cascade
Superscripts
— - Condition at outer edge of boundary layer
*




The purpose of the work reported here was to design and
construct at low cost a small transonic cascade wind tunnel
to be used in the Transonic Compressor Research Program at
the Naval Postgraduate School (NPS) , Monterey, California.
If the stream surface, through either a rotor or a
stator, of a compressor is unwrapped and laid out in a
plane, a two-dimensional cascade is generated. The cascade,
with an infinite number of blades, is considered to model
the flow along the particular stream surface through the
compressor. The characteristic feature of a cascade is
that the flow repeats itself identically over each blade
pitch, a condition referred to as periodicity. Cascades
are generally used to gain better understanding of the
complex flow in axial turbo machines and to gather data
on the losses, pressure increase and turning produced by
given blade sections.
In order to model the flow through a rotor, it is the
flow relative to the blading which must be established in
the stationary cascade. The picture is then as shown in
Figure 1. The blade shape, spacing (s] , chord (c) and
stagger angle (y) are those of the compressor blading on
the stream surface of interest. The approaching flow
velocity is that of the flow relative to the moving rotor
(W,), and the outlet velocity, which can be determined
11

experimentally in the cascade, corresponds to the relative
flow velocity leaving the rotor (W2)
.
•
In an effort to develop smaller and more compact axial
compressors, rotational speeds have been increased to input
more energy per stage. Through-flow velocities have also
been increased to increase the mass flow per unit frontal
area through the compressor. As a result, the inlet vel-
ocity relative to the rotor blades can become supersonic
and, depending on the particular blade configuration, the
blade passage and relative exit velocities can be either
supersonic or subsonic. Flows through blading, which
contain regions of both supersonic and subsonic flow, are
termed transonic, and various types of transonic cascades
have been described. (Ref. 1) The "shock- in-rotor" type
of transonic flow pattern is the one of interest in the
present work.
A Transonic Compressor Research Program at the Naval
Postgraduate School was begun in 1969. The overall goal
of the program was to understand the flow phenomena in
advanced compressors in order to propose and to verify
methods of designing axial compressors for improved per-
formance. The main experimental tool in this program is a
single stage transonic compressor designed by Dr. M. H.
Vavra. An outline of the compressor is shown in Figure 2.
The rotor blades in the machine have profiles which consist
of a flat surface on the pressure side and a simple circular
arc on the suction side, joined by small radii at the
12

leading and trailing edges. The rotor was designed to
operate with a relative Mach number o£ 1.5. The flow pat-
tern is expected to be of the "shock- in-rotor" type. Tests
of the compressor have established performance map data
(Ref. 2), rotor blade-element performance [Refs. 3 and 4)
and case wall pressure maps at the rotor tip (Refs. 5 and 6).
Measurements of the flow leaving individual rotor blade
passages also have been made (Refs. 6 and 7). Currently,
compressor test speeds have been increased to 21300 RPM which
is 70% of the design speed. At this speed, the velocity
relative to the rotor blades is just sonic. Figure 3 shows
a case wall pressure map obtained at 70% design speed using
newly developed high speed data acquisition techniques (Ref.
5) . The map describes the pressure pattern which rotates
with the rotor tip. It was of interest to compare these
measurements, and similar measurements at higher speeds,
with either measurements from or analysis of an equivalent
two-dimensional cascade model. Since an analysis was not
then available for the transonic cascade, a two-dimensional
cascade, which modelled the stream surface at a chosen
relative Mach number of 1.4, was designed and constructed.
The present document details the design of the cascade.
In Section II, the important considerations in the design
are outlined. In Section III , a description is given of the
general layout, with mention of specific items which required
the most design effort. Detailed design calculations are
given in Section IV. Two generally useful design procedures
13

were developed in the course of the design, and these are
given in the appendices. First, Appendix A describes the
design of a smooth, round- to-rectuangular transition section
which was required upstream of the two-dimensional nozzle.
Then, the design of the nozzle is described in Appendix B.
Inviscid contours used in the supersonic section were those
obtained from the Naval Surface Weapons Center (NSWC)
,
White Oak, Maryland. However, a program was written for
the HP-9830A calculator to design supersonic nozzle contours;
the program and a comparison with the NSWC design are in-
cluded in Appendix B. Appendix C contains a general pro-
cedure for calculating the pressure drop in a sudden expan-
sion process. Machine drawings for the components of the




I Important factors to be considered in the design fall
into two categories. First are the limitations due to the
available facilities, siting and equipment. Second are
considerations specific to the design of the cascade itself,
Figure 4 illustrates the arrangement of the resulting




In order to use the air supply system available in
building 230 at NPS, the cascade was designed to operate as
an intermittent blow-down wind tunnel. Test section flow
area was then limited by the available mass of stored air
and the minimum desired run time. For a given flow area,
the number of blades in the cascade was then determined by
the magnitudes of the stagger angle, aspect ratio and
solidity. Stagger angle was given by the compressor geome-
try. The aspect ratio could be chosen. Higher aspect
; ratios would minimize the effect of the side wall boundary
layer on the two-dimensionality of the flow. However,
because the blade profile in the compressor was very thin,
structural considerations were decisive, and an aspect
ratio of one was selected. Solidity was also given by the
15

compressor geometry. But, as solidity is the ratio of blade
chord to blade spacing, each could be scaled by the same
factor.
A runtime of two minutes was selected as the minimum
required to acquire data. Tests were conducted with the
existing air system using simple rectangular nozzles, of
varying sizes, operating as a free jet. The nozzle area
giving a two minute run time was selected for the throat
area for the supersonic nozzle. The nozzle exit area was
calculated for a Mach number of 1.4, and the stagger angle,
aspect ratio and solidity selected earlier, determined the
geometry shown in Figure 4. The cascade consisted of 6
blades, with a fractional passage width bypassed at each
end blade. The end blades are half blades which present
the correct stream boundary for the flow through five
blade passages.
B. CASCADE DESIGN CONSIDERATIONS
Uniform supersonic flow upstream, generated by a pro-
perly contoured Laval nozzle, satisfies the requirement for
periodic inlet flow to the cascade. However, as shown in
Figure 4, the shock waves generated by the blade leading
edges will be reflected from a solid upper nozzle wall and
modify the flow into the upper blade passages. Therefore,
a slotted section, which is vented to an exhaust line, will




Periodic exit flow is no less important and is reported
to be more difficult to achieve (Ref. 8). As shown in
Figure 4, the present design removes a portion of the flow
from the top and bottom walls via separate exhausts, and
the main flow is exhausted into a dump diffuser. The main
flow is throttled downstream by a valve which provides the
necessary back pressure for the cascade.
The boundary layers on the top and bottom walls are
prevented from entering the blading since they are removed
through the by-pass exhaust ducts. The side wall boundary
layers do enter the cascade, and secondary flow will occur
in the blade passages as a result of the pressure differ-
ence between the suction and pressure surfaces of the blades
While this departs from strictly two-dimensional flow, it




Figures 5, 6, and 7 show the cascade installation. A
4 inch gate valve provides tight shut-off, and a Fischer
(Type 310-32) automatic control valve is used to operate
the tunnel. Design operating pressure in the settling cham-
2ber (which is used as control pressure) is 50 Ibf/in . A
tubular flow straightener is used to remove the swirl in-
duced by pipe bends between the control valve and the set-
tling chamber. In the settling chamber a flat, perforated
plate diffuser is followed by a screen to reduce turbulence
and promote flow uniformity.
A short round- to-rectangular transition section, between
the settling chamber and supersonic nozzle, changes the
flow area from 10 inches diameter to a rectangular section
approximately 2 inches by 4.5 inches. The two-dimensional
supersonic nozzle was designed to produce a uniform Mach
numb e r f 1 . 4
.
The arrangement of the test section of the cascade is
shown in Figure 4. The blades are attached to the test
i- section windows which can be rotated over a small range of
incidence (±3 deg) . 0-ring seals are provided to prevent
leakages between sections containing different pressure
levels
.
Plexiglass windows are provided to allow Schlieren
observation and photography of the flow field. Plexiglass
18

was chosen due to its availability and ease of machining.
Stresses in plexiglass are apparent in the Schlieren
photographs but need not obscure the main features of inter-
est in the flow field. Schlieren quality glass can be
substituted if needed at a later date.
The by-pass exhaust and main exhaust lines duct the
flow to the exterior of the building. A butterfly valve
is located in the main exhaust line to control the back
pressure for the cascade. The plate of the butterfly valve
is smaller than the pipe diameter in order to avoid a




A. NOZZLE THROAT AND TEST SECTION SIZE
The test section flow area is given by A, = H-, B,
where, from the geometry,
and
H, = (N + 2f) s z cos (y)
B^ = c z AR
Consequently,
(N + 2f) = A*/[c AR s z^ cos (y) / (A^/A*)
]
(1)
At the design Mach number of 1.4, A, /A* = 1.1149. The values
of c, s and y were given by the geometry of the compressor
rotor blading (Table I) , and AR = 1 was desired in order to
limit blade bending stresses. The throat area of the test
2
nozzle which gave a 2 minute run time was 7.98 in . Also,
the minimum acceptable scale factor was considered to be
about 0.7, in order that the blade sections not be too thin
to fabricate properly. Equation (1) then gave (N + 2f) = 7
which would give 5 blade passages (6 blades) for the main
flow and 2 full passages exhausting separately. Since a
full passage at each end of the cascade was not needed, a
one-quarter passage was used, thereby reducing the test
section and throat dimensions and increasing the available
* 2
I run time. The nozzle throat area was then 6.27 in . At
20

2design stagnation pressure (50 lb£/in ) and temperature
(520°R3, the flow rate is 7.3 lb/sec.
Reynolds number similarity was considered. At a rotor
relative Mach number of 1.4 the Reynolds number based on
chord length for the rotor blades in the compressor is
1.85 X 10 . In the cascade at a scale factor of 0.7 the
Reynolds number, based on chord length, is 2.58 x 10 .
Differences in turbulence levels and vibrations between the
compressor and the cascade make this difference in Reynolds
numbers unimportant for the flow away from the side walls.
Of greater importance is the difference in the wall boundary
layers at the ends of the blades.
B. SUPPLY PIPING AND SETTLING CHAMBER
It is recommended (Ref. 9) that the velocity in the
settling chamber be between 10 and 100 feet per second. A
chamber diameter of 10.15 in. was computed to give an
average velocity of 50 ft/sec at design conditions, which
allowed the use of 10 inch diameter commercial steel pipe.
The existing supply piping from the storage tank to the
f
control valve was 4 inch diameter. Six inch diameter pipe
was used from the control valve to the settling chamber to
maintain a low pressure drop. A tube-bundle (using 1 inch
diameter tubing) was installed as a flow straightener at
the end of the supply pipe.
A flat, perforated plate was used at the end of a di-
verging section to act as a diffuser and decelerate the flow
21

Ientering the settling chamber. Reference 9 recommends that
the design value for the pressure drop across the perforated
plate be approximately equal to the dynamic pressure of the
flow in the inlet pipe. Three different plates were avail-
able with characteristics as shown in Table II. The data
correlations and method given in Ref. 10 were used to cal-
culate the pressure drop across each plate for design con-
ditions in the settling chamber. Values of the plate coef-
ficient for pitch-to-hole-diameter ratios of less than 2
were extrapolated from the given data. The results are
shown in Table II. Since the dynamic pressure at the inlet
2
was 0.59 Ibf/in , all three plates were acceptable on the
basis of pressure drop. However, Plate A was chosen since
the jets from the smaller holes would require a shorter
distance downstream in which to decay. A wire screen was
positioned downstream of the diffuser plate to generate
small scale turbulence and promote mixing and subsequent
turbulence decay in the length available ahead of the nozzle.
C. TRANSITION SECTION
A transition section was required between the .10 inch
diameter settling chamber and the rectangular nozzle en-
trance of approximately 2 in. by 4.5 in. No documented
design procedure for such a section was on hand; and since
the requirement was simply to achieve a geometrically smooth,
accelerating transition between the two sections, a method
was devised to compute a suitable shape. The method is
22

given in Appendix A. Because of limitations in the avail-
able machine facilities a small modification, also described
in Appendix A, was required to the computed contour. The
transition was first machined as a male form which was
placed within a 10 inch pipe section. Epoxy resin was cast
into the pipe around the form', which was then removed to
leave the required inner contour.
D. SUPERSONIC NOZZLE
The nozzle is a conventional two-dimensional design with
parallel side walls and contoured end walls. The coordinates
used for the supersonic section were provided by the Naval
Surface Weapons Center (NSWC) , White Oak, Maryland (Ref. 11).
A second design was developed in-house using a program
written for the Hewlett-Packard 9830A Calculator. Both
designs are detailed in Appendix B. The NSWC contours were
used since they were obtained from a well-proved design
program. The NSWC coordinates which are listed in Appendix
B were based on a test section height of 7 blade passages.
The test section height was subsequently changed to 5.5
passages heights, and the nozzle coordinates were scaled by
a factor of 5.5/7. The longest of three nozzle designs
provided by NSWC was chosen. The nozzle coordinates were
corrected to account for the boundary layer displacement
thickness on both the end walls and the side walls. The




1 ^wl 14 7 ^
5* =
^^ i^r^) •^'^ M • '^ ^ (2)
where the bracketed terra is the Reynolds number based on
design test section conditions and length from the throat
(Re£. 12). With the assumption that the displacement
thickness at each axial location is the same on both con-
toured and side walls, the correction to the contoured wall
was made as illustrated in Figure 8. The displacement (Ay)
which was added to the contoured walls was given by
y = 2y5'^ + (B - 25*) 5*
^.3^
B
The scaled contours corrected for the boundary layer dis-
placement thickness are listed in Table III.
The contour upstream of the throat was obtained as part
of the transition section design procedure given in Appen-
dix A. The throat of the nozzle (after scaling) had a
radius of curvature of 77.1 inches which was used as an
input to the transition section design.
E. BLADE STRESSES AND ATTACHMENT
The blade attachment to the plexiglass side wall sections
is shown in Figure 9. Round pins are brazed over tabs at the
blade ends, using a low temperature aluminum braze. The pins
fit into holes bored into the plexiglass and are retained by
set screws such that the end of the blade is flush with the
inner wall. This method was chosen as it offered relative
24

Iease in manufacture and assembly and reasonable values o£
blade stress. It also caused little obstruction in viewing
the flow through the cascade.
A pressure distribution across the blade chord typical
of subsonic flow was assumed initially for blade stress
calculations. The pressure distribution was approximated
by a linear variation from the leading to the trailing edge
with zero pressure difference at the trailing edge. With
this approximation for the loading, a larger pin was re-
quired at the front than at the back of the blade. However,
the rear pin was made equal in size to the front pin to
provide adequate strength for any physically reasonable
load distribution.
A summary of the calculations follows:
The lift per unit span was calculated using
L/B Ct, "^ ^ (4)
where L is the total lift force on one blade, C. is the
lift coefficient given by
— (tan 6t - tan 3-,} cos 3
o 1 I "^





The quantities W and g are as shown in Figure 10 where
' CO "^ no O
tan B^ = i. (tan 3
-j_
+ tan 32) (7)
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Assuming a perfect gas, in terms of the known upstream
conditions, Eq. (6) can be written as
-k
tl 1
7 k - 1 7^-1 COS 3.m/ ( 1 + iL^ M -) ( __L) (8)
^ cos'-B
CO
If Qy is known, the lift force can be calculated using
Eq. (4), first obtaining ^^ from Eq. (7), C, from Eq . (5)
and q^ from Eq. (8) .
3^ was determined for a range of 3-, using the data cor-
relations given in Chap. 6 of Ref. 13. 3-, for the minimum
loss incidence was 63 degrees for the given blade shape,
and operation at ±3 degrees from this condition was required.
First, using Ref. 13, the deviation angle, 6, was calculated,
It can be seen in Fig. 1 that the incidence angle, i, is
related by
i = 3 Y - (9)
and since, also from the geometry.
A3 i> + i -S (10)
f the outlet flow angle is given by
4-
Y - ^ + 6 (11)
The results of calculating 3^ using Eq. (11) and C.
using Eqs. (7) and (5) are listed in Table IV.
The highest C. (at 3^ = 66 deg) was used to calculate
the maximum load on the blading. From Eq. (4) the total
26

blade lift was then L = 22.91 Ibf. If the lift is dis-
tributed linearly in the direction of the chord and is
supported by forces L, and L-, at the front and rear pins
respectively, then the situation is that shown in Figure 11,
where P is the pressure loading at the leading edge. The
total lift force is given by L = 1/2 P c B or P = 2 L/cB.




The pins are separated by a fraction, x, of the chord and
are located symmetrically with respect to the mid-chord
point. Equilibrium of the forces on all four pins requires
that
2 ^1
and summing moments about point B gives










The section of blade between the front pins was treated as
a beam fixed at each end and carrying a uniformly distri-
buted load. Using Eq. (15) and assuming that each pair of
pins supports half the blade span, for the front pins the
27

load per unit span, w, , is given by
B B ^2 6x^w. (16)
Several values of x were chosen, and the bending stresses
were calculated in pins o£ different diameter (and there-
fore tab width) . The variation in the area moment and
centroid of the tab section with x and the variation in the
pin radius were included in the calculation. A value of
X = .5 and a pin radius of .15 inch were selected. For
these dimensions, the tensile stress on the lower portion
2
of the tab was calculated to be 20,000 Ibf/in . The mater-
ial selected for the blading was 7075-T6 Aluminum, which
2has a yield stress of approximately 65,000 Ibf/in .
F. BY-PASS DUCTING
Part of the flow is removed from the cascade end walls
by a scoop arrangement as shown in Figure 12. The pressure
drop was calculated for this section using a simplified
model of the process. The assumptions and simplifications
are as follows : ^
1. Uniform flow at a Mach number of 1.4, stagnation
2pressure of 50 Ibf/in
,
and stagnation temperature of 520°R
decelerates due to a normal shock at 1.
2. The decelerated flow turns without losses, sustain-
ing losses in the sudden expansion process. The sudden
expansion analysis is given in Appendix C.
28

3. The flow is steady with perfect gas behavior.
4. Gravitational forces are neglected.
For a normal shock from upstream conditions (denoted
by x) at M =1.4, the downstream conditions (denoted by y)
,
||. which will be the conditions at station 1 in the analysis



























P^(P^/PtXP /P^) = 47.88 Ibf/in
. 2
Pt(P^/P^(P /P^ = 33.28 Ibf/in
Using P, 33.28 Ibf/in^, V.
, M 74) , and A. .47 in^ and A,
785 ft/sec (for
2
3 . 39 in (from
the cascade geometry) in Eqs . C-9 and C-7 of Appendix C,
2the static pressure at station 2 was P^ = 33.8 Ibf/in .
The expansion losses calculated here are likely to be
greater than the losses which were neglected in the flow
29

turning. The by-pass duct is vented downstream at atmos-
pheric pressure, so that for these conditions there is
sufficient pressure remaining to operate the by-pass exhaust
properly. (It is noted that during the starting process,
the flow conditions at the scoop entrance will be consider-





This document reports the initial design and fabrication
of a new, small test facility. In order to satisfy the goal
of simulating an existing rotor tip design at low cost,
a simple rather than elaborate and more flexible apparatus
was built.
Initial tests are required to verify:
(1) nozzle flow uniformity,
(2) proper operation of by-pass ducts,
(3) adequate strength of blade attachments, and
(4) proper flow conditions in the cascade.
The slotted section will be added to the end of the upper
nozzle block after completion of items (1) and (2). Slots
will be machined into the nozzle block and vented through to
the upper by-pass duct. This arrangement should also assist
in starting the flow when the blading is installed.
Instrumentation for the initial tests will consist of
an impact pressure rake and static pressure taps in the
nozzle and test section walls. A window section containing
pressure taps simulating the pattern of pressure taps in the
compressor will be added when Schlieren observations of the
flow in the cascade have been made and are satisfactory.
31

TABLE I. Compressor Rotor Tip and Cascade Blade Data
Rotor Tip Cascade
Scale Factor (z) 1 0.7
Stagger Angle (y) 59 deg, 44 min, 59 deg, 44 min,
35 sec 35 sec
Camber Angle (cf)) 4.7 deg 4.7 deg
Blade Spacing (s) , in 1.920 1.344
Blade Chord (c) , in 2.688 1.882
Leading edge and trailing
edge radii, in .005 .003
Suction side radius, in 16.33 11.431
Maximum thickness, in .065 .045
32

TABLE II. Perforated Plate Data
I
Plate A Plate B Plate C
Thickness, in. .1875 .1875 .1875
Hole Diameter, in. .25 .625 .75
Pitch/Hole Diameter 1.5 1.4 1.33
Thickness/Hole Diameter .75 .3 .25
AP, lb£/in^ .49 " .57 .44
Holes are on an equilateral triangle pitch. Pitch is
the distance between hole centers. AP was calculated
for the settling chamber flow conditions.
33

TABLE III. Supersonic Nozzle Coordinates
I XCINCHES) Y( INCHES) I X(INCHES) Y( INCHES)
1 0.000 2.086 21 10.207 3.075
2 0.500' 2.321 22 10.801 3.057
3 1.000 2.537 23 11.321 3.044
4 1.500 2.728 24 11.948 3.032
5 2.000 2.891 25 12.584 3.023
6 2.500 3.023 26 13.230 3.016
7 3.000 3.123 27 13.883 3.012
8 3.500 3.192 28 14.429 3.008
9 4.000 3.233 29 14.913 3.005
10 4.500 3.250 30 15.379 3.002
11 5.000 3.254 31 15.881 2.999
12 5.506 3.247 32 16.365 2.996
13 5.933 3.238 33 16.849 2.993
14 6.440 3.223 34 17.333 2.991
15 7.017 3.202 35 17.817 2.988
16 7.436 3.186 36 18.301 2.985
17 7.881 3.167 37 18.786 2.982
18 8.597 3.137 38 19.270 2.979
19 9.106 3.116 39 19.754 2.977
20 9.642 3.095 40 20.238 2.974
COORDINATES 1 through 28 ARE FOR THE BOTTOM NOZZLE BLOCK.
COORDINATES 1 through 40 ARE FOR THE TOP NOZZLE BLOCK.






























































































































































































Figure 6. Cascade Wind Tunnel (from upstream)
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Shaded areas are equal










Figure 9. Method of Blade Attachment
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Fieure 11. Assumed Blade Loading






A transition from a round section to a smaller rectan-
gular section was designed to join the settling chamber to
the nozzle blocks. At the upstream end of the section the
wall is cylindrical. At the downstream joint, where the
cross section is rectangular, the side walls are parallel,
and the upper and lower contours are converging towards the
nozzle throat. Polynomial expressions were assumed for the
wall contours in the horizontal and vertical planes, and
the required boundary conditions were satisfied to deter-
mine the unknown coefficients in the polynomials. Then, a
radius was added as shown in Figure A-3 so that the typical
cross section at any station was a rectangle with rounded
corners. The condition applied to calculate the corner
radius was that the derivative should be zero at the up-
stream end, and that the rate of change of area at the exit
should match that of the nozzle blocks.
2. Method
For the vertical plane profile shown in Figure A-1, the
contour is given by
w = a, z + b,z + c-|Z + d,z
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and satisfies the conditions that
w(0) = .
wCL) = Rq - H/2
^(0) = •
d^w
—=-(z ) = (inflection point is at the joint)
dz^ °





36L^[(L-z )-(L^-z ^)/L] -L^[l8(L-z ) - 20 (L^- z ^VL^]
^ O o
c^ = [6(RQ-H/2)-L^/r*]/2L'^ - 3d^L
b^ = [-2(R^-H/2)/L-^] - 2c^L - 3d^L^
a^ = -l/2(3b^L + 4c^L^ + Sdj^L"^)
For the horizontal plane profile shown in Figure A-1, the
contour is given by:2,34
V = a2Z + b2Z + C2Z
and satisfies the conditions that,
v(0) =






a2 = 6/z^^R^ - B/2)
b2 = -4/3(:a2/zQ)
C2 = a2/(2z^)
The corner radius is given by
Cr/R^)2 = Ej + b3(z/z^) + C3 (z/z^)2 + d3 (z/z^)^









^ = J_ [2B(R - w)] at z = z^az dz "- ^ o -^ -"
where









The equations in the preceding paragraphs were used in a
BASIC language program "BLMTH" written for the HP-9830A cal-
culator. The program accepts as inputs the overall length
of the transition section to the nozzle throat, the distance
required to the joint, the nozzle throat radius, height and
width, and the inlet pipe radius. The program calculates
the contours in the vertical and horizontal planes, the
value of the corner radius as a function of distance, tabu-
lates these values and plots the contours as shown in Figures
A- 2 and A- 3. The data input to obtain these figures were as
follows:
pipe radius = 5 inches
nozzle width = 1.882 inches
throat height = 3.331875 inches
radius at the
throat = 77.1 inches
total length of
section = 12 inches
distance to joint = 6 inches
A listing of the program is given in Table A-I and a tabulated
output is given in Table A-II.
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4. Modification to the Design
The design developed in the preceding section could not
be machined with available equipment and the male form for
the section was made in the following way. An axisymmetric
form was machined first following the contour computed for
the vertical plane. The form was then machined vertically
along the sides to produce the contour computed for the
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Figure A-1. Vertical and Horizontal Plane




































Four designs were calculated. Inputs common to each
design were, Mach number = 1.4, Exit half-height = 2.364 in,
and Gas = air (k = 1.4). Contours were calculated for a
(calculated) minimum length of 4.212 inches and lengths of
6, 9, and 12 inches. The radii at the throats were -3.3
X 10
,
20.9, 37.7, and 60.6 inches respectively. The 12
inch nozzle was used in the cascade design. The computer
printout is given in TABLE B-I.
2. Method of Characteristics Program
The differential equations for supersonic flow in two
dimensions can be solved by the method of characteristics,
and the contours of supersonic nozzles can be obtained by
several techniques which use this approach. The technique
outlined in Ref. 9 was followed here.
a. Method
The notation used is shown in Figure B-1. Each
region is labeled (a,b), where 'a' denotes the number of
degrees of turning produced by waves from the upper surface
i
and 'b' denotes the number of degrees of turning produced
by waves from the lower surface. The local flow angle is
then (a-b) and the total turning (a+b) . The angle with
61

respect to the horizontal of a right running characteristic
is the difference between the Mach angle and the local flow
angle. The angle with respect to the horizontal of a left
running characteristic is the sum of the Mach angle and the
local flow angle. For each region the Mach number must be
found. The procedure is as follows:
(1) The total turning (U) produced by the flow is
determined from the design Mach number (M,) using
(2) The degree of turning that each step in the
straight line construction of the contour will
produce is calculated from
D = U/2N CB-2)
where N is the number of characteristics used.
The length of each of these initial steps is
fixed as XI. Newton's method is then used to
solve Eq. B-l for the Mach number in each region.
(3) The Mach angle (y) in each region is found using
-1 1
y = tan /-^ (B-3)
Vm'-i
(4) The angle of the characteristic itself is taken
as the average of the characteristic angles for




Inputs to the program are the number of character-
istics (N) , the step size or length of the straight wall
||. sections in the initial expansion (XI), the desired Mach
number (M.) and the test section height (H) . Equations B-1
and B-2 are used to determine the wall turning angle for







The throat half-height (HI) is given by
HI
H(A*/A)
Referring to Figure B-1, first the coordinates of points
P(l) through P(N) are calculated using the degree of turning
(D) and the length (XI) for each wall section. The x co-
ordinate of P is P(1,I) and the y coordinate is P(2,I). For
the Ith point
,
P(1,I)= P[1,(I-1)] + xl cos [(I-l)D]
and ' '
P(2,I)= P[2,(I-1)] + xl sin [(I-l)D]
Succeeding points are calculated as the intersection
of a left running characteristic with a right running char-




Referring to Figure B-2, when the coordinates P-,(x,,y-,) and
and P-,(x2,y-]) and the angles (0-, and 82) of the character-




tan 9, = — -' CB-43
1 X-r-X- ^ ^
and
•3"^2
tan 9t = — =- (B-5)2 x,-x- ^ ^
Combining Eqs . B-4 and B-5
X2 tan ^2 ' ^2 '*' ^1 ~ ^\ ^^^
^3
tan 2 - tan 9-,
and
73 = CX3 - x^) tan 9-1^ - y^
The path of the calculations is shown in Figure B-1.
Points along the left running characteristics are computed
first, beginning at the point of symmetry on the nozzle
centerline. At Q(l) , the wall turns back through an angle
(D) to cancel the characteristic. These points are calculated
in a similar manner using the wall slope in place of the
right running characteristic. Each left running character-
istic is treated until point QCN) is reached.
BASIC program "NOZZLE" was written for the HP-9830A
calculator to carry out the above procedure for an arbitrary
choice of step size and Mach number. The program listing is




Shown in TABLE B-III and Figure B-3 is the output
from program "NOZZLE" for the same inputs used for the NSWC
contours listed in TABLE B-I. A comparison of the nozzle
designs is given in the following table:'
Nozzle length, in
Percent error in area ratio
NSWC NSWC Min.
"NOZZLE"12" Nozzle Length Nozzle
n 4.212 5.27
001 001 .021
As can be seen, "NOZZLE" provides a very rapid expansion.
This is because a design constraint is that the initial
expansion be complete before the first left running charac-
teristic arrives at the wall. Accuracy in the final area




























1 o —4 u1
o 2 h- u
X, w X >-H
<. »^ < 3.































o o o o o
UJ '^ u. 'xj
II II II II II II II
O =3 o o o :d
O O O * O 3
o o o o o o
* * Oj .-0 o o
—I -I — vX j^ r-
II II II II II II
(rX'aJ>-_lQ-0 <l-l-XI-_l
'J^ I— >— ^ < < X ZSXjj(_)3Qvxoo'-u rviKxasZGOQdCi < -Ljl- _1




































































































UJ JJ -J jJ d 'jJ 'Jj UJ UJ UJ UJ 'xl UJ lU oJ UJ UJ jJ xJ jJ oJ
oc\J4•lnr^'J>-<.'^*.oxo-^;^J^^~a^o.^JJo
^-H-H^^-Hoji\jt\jrvji\ji'nnrn.'nm,-n ^--i- ^jiccroooccoocooccocooooooocrcocooo cccoccocoooocooc
X oooooooooooooooooooooooU _ _ ^ _, ^ ^ _ _ ^ ^ « _ _^ « rt _ ^ - ^ ^ _^ _ _
< .......................
•jJ 'jJ ijj UJ oJ iJj 'oJ 'jJ UJ 'jJ
ri.'^o J-—ij^oj-—'^












X D X CO
,-\J
-O O ^T
















r^ _ <f X
:) r«- o> -•
,^ n n ^
I I I I I I
'oJ uJ 'jJ IJ OJ
X UJ I X C
o 3 J- X c\j
o r- m > X
CM Jl J- CM il
I I I I I I I I I I I
jJ '-ij ^ jJ jJ 'ij >^ ^ UJ UJ hiJ UJ UJ oj Ui' oj oj
oD7^x-"nco'7^--n^-nxj^xoo—•
X3Xr^4-CMmj^o:>.\JooO'—^i-n
I'M J' n > ji n —> J- —• cj. r- 1^ en js 0- f- r
3 -n o o en — ^ 'vj .-vj .-n X i c .-n ,-0 X x
vj-xix-nn^T:!^ cxo — rij-i>-c7';Mjij>-Of~cv





























coooooooooo OOOO ^0 0000300
Ijj Ijj
'Jj 'Jj
o ^J .X) o




'Jj 'JJ uj UJ 'jJ 'jJ 'jJ ij jU jJ aJ jJ
ocooo—-—.^^^^^
U xJ 'U 'jJ
a J
o o o o o c ^ D o 3 o :^






-c X = (V
-T
3 O O O
xJjJaJjJoJIiJjJjJiJUJ
-no \j > —
'
j^ >\j J^ .X' j>
•* 0030 4-^-AJO!\JP--












+ ++ + + + + + J.









UJ lU \ij xi
o j\ h. ro
f^ O >. O"'
'Jl ^ «£] .£
in o n
* <-« ^ N-
tfj «c o r*
1^'=> 30000000 o:do3oo000003
1 1 -f + + + + + + + + +
JJ 'iJ LU iAj <-Li JJ ^ u- jJ xJ 'J-J jJ
r- J* D -J^ n ^ -^ /> ,-r\
Si .-0 aj r- <i-
-f Oj n n \r _
d) .c ^^ r*- n CO m >- <—
I
s^ J- ,-)
^ ro >. X ^-< ^ 3^ -* ,-4 X' C ii















=0000000000000000000000000**+* + + * + *
'Jj JJ ^ .U ^ JJ




-t ji 1^ %i: .M n j: ji —. ~- 3\ X
<r nj-i<r<vj> 3^-J^J^Jj_J









-f + + + + + + + + +
'-0
uJ aJ 'JJ
-iJ sJ J-' ;ij UJ jJ UJ JJX -' ^ J^ c -3- sP (\J 0^
j: \l J-' m \J
-J- C\j f^ X)
-J- (D
fl i-v f^ :o r^ -3- T) r^ '0^ OJ nO
2'r i. <T f^/ ^ OJ -C •i ro'\. -^
-^ X
, rvj
Xi CO 'T' J^ a^ ^ ^ ^ ^ CO
n J-
/I I/:
J". £ r^ s j^ o — OJ rn J-













+ + + + + + + + + + + + + + + + * + +. + + + + + + -*.J- + + + + ** + + +i+ + + + + + + **'*' Q




+ + + + + + + * + + + + + +. + . + *.-. + + + + * + + + + + + +++ + + + + + + + + -*• ^
UJ UJ LU jj 'aJ Ud LjJ uJ LiJ liJ Jj IjJ uJ LiJ LLi Uj ;jj UJ aJ 'Jj Jj aJ 'iJ -ki OJ IjJ ijj -ij -JJ aJ 'JJ jj 'jj JJ Jj UJ iJ 'jj -U UJ -l! LiJ :>J '.i- iiJ '-LJ .H
^.^tjNOh-o^n — ooocj',oo^ov-<r3<mj^.'^i^-oc-o-TO*j;j-o-Cpj-*j< ^jj-rv\."nr~-ii'-< j-
r^>co—•0'^4^£n'XlAJnoruJC<(^)^-0XLfl^£;—*ocno'-<ir)miX)o.Tf\jXf^ ^^^J''-^''*-^'}'-'^ q0^1 — ^-moc^.D^n-a--IJlnsD^~c^c\J'J^1,\I^o—'.Ci'vjccj-—iJDLnm—lojosr^r^ i, aij^oojj-jjj^r^jn ^
x.'\i'~-<>o—'U.oldoj'. cxicinoc—"jjfVjr— nxj-^ji-^^rvjxj-oj-, -<i~-m jv^n—'XJ-oicvjxi ui[\jr»imj-<f'riP>o-Cf-r~xxj-c>oo—>^rMrj'^^<f<f/^.o-c'^^xo-'>oo—I -''^'^'^''^'^:£^[^ !-h
Ph
n^^irivor^xo^o^fvjn-^-LnvOr^xj^o^ojrn^j^^cr-xa^o^iMn^Ln












+ + + * + + + + + + + + + + + + -f + + + + + + + + ** + + + + + + ++ + + ** + + + + + + +
UJ jj aJ 'jj
o ',\j -< n
i) r~- X J] i I—
MJ Jj lU -J UJ
iH jn r~ o -a-
J> —t i-n LO f^
-» * ^ J"! ir a-
W 'Jj U '^ LJ Ud JJ Jj uJ LiJ UJ Ld Jj 'Jj LU 'xl uJ JJ aJ UJ
3—.(Mr^J-J-LTlJI
,£, v£
-C f^ r~- r- X I i a: 0"
'jj 'jj jj -J jJ 'ii jJ 'jJ i-iJ Jj Jj -u
1^ i^ .jv > sO
-i-nAi-HODiC.-n—<x.n—<r~mc>-3-<j>mr-—"-^t^o
IT. I — r^scc<\]-*r-c(\ir o (V u" r^ o
-TO-ooco—•«—>t\,tV't\.(\j."nr:mr^-a
3- .--
-r * * lt lt- ir lT. lT. >c ^c








'xj XI 'Jj jJ '-iJ aj LU uj LlJ ^ UJ
o (\i M o r^ o ^ 1} rvj -n a^
x-a-nno-^-i^juinrn
o j-i o J-' o -a IX' X -Tl .M 0^
—'^- J•0I--r)0£r^J0^c
o o ^ rvi oj rr
-a- .* T -c c
'oJLUojuJaJjj-LjUJ'xilxJUJaJUJ'aJujxJLUUJUJuJUJUj'uxJ
Mj^Ajo^io—•.oj; C-* j-x—ixr^a>rnxn-o,Mc\i(n
X ^ 'V' o c f^ 'j"i :? ^ -'O i"n rn ("O >i- >j- 'j^ X X Q" -H .-n ld X o
'no^-^o^^>i-HXJ1t\JO-C.oo^-^'-<xxr^o•^_n(--tr)3C^oo-^(\Jl^J-^J•JJ^x^•l~-xa "^c—Ajrvj.-n
-1- 3- ?
-I- IT. n ji vTi 'n 'ji ip, n ji n Ji iTi in j~. XI X X X c X
,n r*- 0^ i\J <! X •ij J^
•s. j-i r^ l\l B X X X
m X a^ m X o ^ X
.\j 3^ X >j- ^-1 J- c T,
<s- ^ X c >- r^ -0 J-
X o X X X X X
a>o-<(\jn-*Lr. xf~isa~o-<(\,'n^Lnxp~i!a^o-<(\j.'>n.*XiXt~-xa'0-<(\jn^xixi>-xj>o-<(\in.a-





















rt^____„«^„ ___^____^^^__^_^_____„^___^„______^„ 5-1OOOOOOOOOO 0:^000-3000000000000000000030003000000 Cl,
+ + + + + + + + + + + + + + + + + + + + + + + + + + + + + + + + + + + +* + + + + + + »
UJ Jj ;jj Jj Jj 'Jj Jj Xl XJ 'Jj Jj '-J U UJ LU '-J Jj U '.d iJ -Jj iJ -U JJ 'Jj !iJ 'ij 'iJ UJ 'Jj UJ XJ Jj 'Jj -J J M Xl Jj 'IJ JJ 'JJ JJ JJ 'Xl JJ (i^
^oop«-j^nC-x:-033£> >-^oxi^Tjof^ij4-^cr^oxj'n<fz3>Ci^.\j—•'0 3^00000 00000
_~^
*OJlrnor*--4-oj3.-ij:; o^xo.'0^£^^Oi^x)i^.n^a^J^^^-.^Ji:ofn.DXJ^t>ooooooooooo ' '
iT'h-^^tv.^jsC.'^-cT-o ^\.r^^^i'^aa•c:—trv.f^^Lrirstr^r*iXX. aCT-Jcaaoooocoooooc, Ki
^c^c>c^*r^f^f^^-f^(X ax:i,xxa:xa"C-0"7':^>j-CT'7'>a'a^a^aiJ''7cra-o^cooooocc.o [<]m iT i-n n ;-n i-o .-^ n n m











-H—i-i-i-i — -i-i-4-i-i-i-i-.-i-(-<-irf-irt-H — -.-.-i-i-i-<,-\]f\jr\jM(\j(\;'\i COOOOOOOOOO JOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO Q
+ + + + + + + + • ^+* + + + + + + + ** + + + + + + + + * + ++ + + * + ^++ + + + -
UJ UJ ijj xl jJ jJ XJ "Oj UJ !JJ .u xj uj UJ X ijj (iJ -u xj Xi X XI XI oj xJ XI xj xl 'xt JJ 'xl xj jJ xl X. xJ Xl XI xl xi xJ ijJ XI X] X xj ^
o (3» X.' n '\j lO o —1 —I iD <f .-»- i -i; rvj J- j ^ :n £ m ,-- i^ rn c n T' o x> x in xi Ji o o^ ij i^ aj >\j .-•-, .-n j ,- i^ j- H
ni-~tvi^(\jxjnj-.n—1 — j-or--*—cxcri—ij.r~o<i,-0;\jooo-xJD-i5r-xnm<tj-'^ioxi~r'^^j> rv
-<i£n—lS£n-.J^ cj-cvj-'-x. xoc,cm—-j^r-.r, •n-H'>£4.\ioxjij-a£-tMoo—'(Mm^f * troo^ojrnroj-^^^ ^x^j'^T'O—•^jm."^*'ncrr^r^oo^'\j^j->i--j^'j^NCi^X'J^ooooooj P
f~^->-.'~-l~--~r~^-r^t^ ^r-r-l^XCXXX)X;O^JCX'rXJ'7':7'JC7a'CT'lj"3^J'0>a'a'—'—I—'—'—•— " c/)
I U
nci— Djo—ifvmj-ji^r-tjc— (v^-tjijsr-io'o—i(Mmj.r'-of^o:3>o











• + * + + + + + + + + + + + + + + + +
jU 'jj Jj jJ UJ jj uj aj d UJ UJ 'Jj aJ oj iJ 'il aJ aJ -iJ00000000000-300000 OOoooooooooooooooooooooc.cooc.ococc.oo CO cooooccoccoooc oooccooo
"vj ru Ai -y ru (Nj \j oj M '^. a; "M ->j 'VI P^ (\J oj Aj "vjooooooooooooooooooo
+ + + + + + + + * + +• + + + ++• + +
LU 'jj jj UJ uj Lu UJ aj ^ ^ jj '^ uj uj '^ jj aj .U '.ij
-£ cc o i^4 LTi r- o .-n .c a- i\j -fi !> .vj ^0 o t c of^j^-*oaoxr^Lrim^OwXJ^m(\;o-.coji£i^X'j:T>o-^cvjn *j-ji^cr>--ojvr^oOOOOOO^—<—'.-'^^'—t'-^^^^—tPO
'-^c\jn-*a^sOh-xa»o^f\jm>d-irisOf^coa'
^Jl\J(^;(\Jt^J(^]^lOJ0Jc^.^. nr^nmi^'^.-nn




























o o o o












+ + + > + + + + + + + + + + + + + * + + + + + + + + + * + + + + < + + + + + (-jA
U.' UJ <aj ^ ijj 'jj UJ UJ 'aj uj 'jj 'oj uj '^ LU 'uj 'xl 'Aj oj LU '^ '^ UJ JJ Llj uj UJ 'jj Lu UJ 'aJ oj U. 'x! ~ij Uj '^ aj UJ 'oj 'oj oj ^_J j*i i\' -* 'ii —' —' J^ ^ '"H r^ ."o r^ .£) ^ :j^ o J- o X J' .\; r^ ^ in J-. X "n 3^ >- f^ T- ^
-c —' X -C -t J- 'j^ 1^ o O
n .-n i%j — 3 o o 3 —• "vj -o ji .-^ a- ,\j * X -4 ui x .A, ; 1 c —•£-<>-•.• x j- 3 r- -n o
-c ;i 3 ;~ <f -< o J-(







+ + + + + + + + + + + + + + + + + ++ + + + + + + + + + + + + + + + + + + + + + + +
** X '-L.' UJ ^ uj jJ jJ LxJ ju JJ jJ oj -U Li-' 'JJ Li- jJ jJ 'jJ 'JJ 'jJ Uj jJ xi UJ -U oj 'J.I 'jJ lii 'jJ jJ a-' 'jJ jJ aJ JJ jJ 'jJ jJ jJ jJ O
c/1 n,cor^jiixr^a'XO^iMx>or~oinn<tr^rn^.-of^jj-vo-y3—iiniMruir:-'3,'MJ3j-jixji
.h
X (\j:\;rvj-nf^n<t4'd-rjivcj;-£'^xxj~:^3—I — \i,-om-t.n^r-xj^o~iAji-n<»r. >cr-xo-i ^











l/l UJ LlI ijd UJ UJ UJ u.' UJ UJ
UJ 1-n '.\j ("n X r^ •\J <t X o-
X -a- J- 1^ rvj 0> ^- * o <f
o o> J1 (^ X 3 ~ X ^-t J<
z o r- * CM ^-4 3 C< o o
>~l J^ c- o :^ X J. ^ ^, X







<jj Uj 'jJ UJ UJ U UJ UJ 'Jj 'Jj 'jJ u
—
I n ji XI ru r~ r- n n —' — Ji
4-viD—»>X(^Xr^l^X'7^^
Xi'0>-nXO-*Tj(\JX'O-J-3^
UJ LLi 'jJ 'jJ UJ uJ UJ UJ UJ
^^ —4
,\J n o n o o —
t
o 1^ X n f^
-X -t in ^-t
<t X T n r* X >.
n r^ .-4 X o 'j^ T- <i- X









+ + + + + + + + + + + + + + + + • + + + + + + + + + + + * + ++ + + + + + + + + + + + + +
UiUJ'JJLLlUJUjUjuJU^LlJUJUjUJUJIjJaJ JJllJ'J^uJaJijJUJUJUJ'jJLLjLLj'JJ^^LLjUJLiJUJJJaJLuLi.lLLj'jJL^UJUJUJUJ
3\a^3\r~..'\jLn"0ji—•io-<ru"n—ii^ t xi -• ^ j^ -n -y^ oj-'u^.n^ox'^'nuii—icx—'n—ii^j-—-x*
IS o ;\i -i- 'S) 'Ti ^ 'C' T -t ck: o -c -t ^ t~- Mi^—ijixotv^-.j-jid'O—•3->jd"ij'-*x"vjixo—i-h-hox-o^
Ln^£^CvC^o^*^^f^f^^*•xxxxxcc :>o^C'>'Tj^a^j^oc-oc:oooooooc:oocooocooo
oooooooooooooooo oooooooocoocoocoooo^oocooooooo
+ + + + + + + + + + + -»- + + + + + + + + + ^ + + + > + + + + + + + + + + + + + + + + + + +
UjLLJU_UJuJ'-iJaJLU^-i-.'aJuJujLLj>aJUJ ^'aJ'jJ'.ijuJaJ'aJ'jJuj'jLJLiJ'jJU..aJUj'^UjUJUJUJjJuJ.i«LiJLUUj'aJUJU-iUj
."O X rv x * 3 >- J- — .> r- n '^1 —' T- r- j x 'j -c X' ^^ j- j- ^ x — ri ji i :r> j- cv 3> ji o j- o >- r~ oi rvi i^ —> j- ji
*)Ti^XJ3d-'-«a^i^-:f'\^oa*:.n^ -^^^;t:^JO.'^|^.•\JOf^n.^Ja^x:l"noN.^o^-.nJ^n'-^^^^nxJ•^7«-±
?*r\o-jir*o "n x r^-*.^ o'^JX x--"' "^voorMi^r-ornxx—'j- X7*^Lnr-0"njirornxx^n^ x^t'n;n^j:xxxr--!^r-xxxxa' T't>>oo-3-<-<-i-<'v.'\ir\.'(\:r^-o,-o^j-^j'ir)'ji-nx)j:x^^i^
« rt _i _, _- rf ^ ^ -, _H r-, —I rt _, rt _, 1 -, —. « ,\j .>j
-v (\i "U :vj xj i\j \; <\j \j i\j ,\j ru 'vj ;\j ,\i '\j >\i t\j ,\j >\j Aj Aj i\] r\j r\j
i
I
Ij oj oj OJ UJ Jj aj oj oj ^ jj oj uj 'jj 'JJ 'Jj
i>-o<fxnjX-HC-.£rux,i-«xr,
M-tT. CX7--i'\iJ--nr-X3i\jrnr. \)OX>C-i.mt\J,-HOCT'J'^ :? o \; -» X X o c\, r-, r.
Jir>r:^.njnflxi£'Cj;or^r~-.-^r- ^ X X .0 X > :r j< j^




tvi(\j(\j(\j(\;c\j[\icM,-\jpjc\jrvjrurvj'\jr\J V'X'CVjCV 'M'u \;(\i(\:(\jt\ji\ii\iryi\irurvjOj:yt\j(\if\jf\j!\jojt\,(\j(\j(MtM
ooooooooocooooco
+ + + + + + + + + + > + + * + +
ItJ UJ UJ UJ .U 'oj UJ 'Jj UJ uj jj loj jj uj '-J UJ
-cnoxxLO-jrinin.-n^finxxo





• m X X X .*! ^ f^' X X X' f\i o rva X
-
_»^,
. j^o^ox\i>xmoX J^ !\J CO
M X '^ T-
'xJUJUJ-JuJ'.i-;-JLLj'aJUJUJUJaJUJ'aJLLjUJtjJUJUJLLlUJ'.'nj^xovToo-^xoj'u^xu^nxjxoxa^mo^inrvjojxrnm
_^. — ^ «^ ~..— xx.r>ro^oj<\jc\i.M.'0-i-air^a>
oj^"-" c^P^rro^ oo.D(\iXd'OXf\jx-±oX''vjx






















N-XXXXXXXa^O^O'CT^tT 7- o o o o o o -' OJ -M <\i fV fM tv rn ir .-n 'O .-n n n <i- j J- J- •* ^ 4-
•*>*-^>t-d--J-J J->J-J->t-*^ <f J1 'XI r s n n ji n uH ji 'ji in 'j^ ji x, r. in J-. n Ji n n j^ ji n 'ji in in in in «n j^
»«(\i.-n<j-Lnxii^xCT'o-<(\jn * in ^ ^ X J^ o -. c\j n J- in X 1^ O CT o -• (Vi n * 'n X r- X a- o -1 iM n <! Lfi X
fvt(M(vi(ij(Mrv!oj(\jcvirntnnm m m n -0 m m -^ » J- vj- -t -* * <!• <r -* in 'j^ tn LP Tt in -n in in n X X X X nO X X




'J UJ UJ UJ UJ UJ uj UJ UJ UJ LJ IjJ UJ 'oj UJ UJ uJ UJ oj .ij UJ 'JJ -ij '^ ^ UJ UJ a: UJ LU 'oj UJ Uj ijj Jj X
'. o—•J>f»lJ^'^,^^o-^—"lt. *r^j-ji^-oa:3-*—c—ij-x j-.'vj'M'^'^i'vj'^r^x—• o
T-xo-^r-o—<mnnMo>-^o'jia^'n'j~, i^'T'O^O'X-cnojD'-'.nco—imrfj--*
^-^-^~^£'J^x-*nl^,-'co-r^^iir]f^«ox^c<l•i^. = I'-c•*<\,a'^-~3-— c-ct^or-
oooooooooooj^c^j^o^o-O'Oocxxxxr-r-r-.^-o-CJDvD^irir. n-*
f\JlMC\JOJ'\j.'V0J!Mt\J-M'M——.—.rt-.rtrt—.,-.— ^— — —.-.-<—.—.^-^-<-H—.—.—.
ooooooooooooooooooooooooooooccoocooo
+ •»• + + + + + + + + + + + + + + * + + + + + + + + + + + + + ** + + + +
;xJ UJ UJ UJ Uu lu UJ 'oj UJ U^ uj UJ 'xl OJ UJ 'X UJ UJ jj LU Uj >jj UJ Uj LjJ 'jU 'OJ LLt 'Jj Uj 'O^ UJ OJ Li.' U. UJ
-t >— r- —" m ;o — f~ —I ,-^ m —1 j: j^ o X J- X J :^ n .c £ I'O >i: o ij -r r- £ "O i i ">>' J". J-,iT'.txm'^.^jioc.-uni;—•Tijioovrt'\^.-n*.n'r;j~. lT, *j-ru-<J<f-JiAi:^i'\jX
n>ox—'nj:xo'nir!>-o.'\j4'£x—•m.n^-(^'-''^Xl'^:^—""^^cxCT—•i'^t: i
r~.r^r>.xxxxa>c7>7'0'ooooort-Hrf-<rtM'vj(\j:\j.-\jnn'nm'n^-j-4-j-*











coooocccocoooc»r^ + + + + + + + + + + + + + +
Lu LU LU u. lj- oj 'ij jj jj jj a-' ^ oj ljJ '^ ulJ '^ oj jj




lU 'JJ '^ >J-' xl UJ >Xi' ^ 'jj 'OJ UJ 'oj UJ oj U J OJ J J
J'-£)>*fOrvjc\i'MC\ioj'\J'^.-nmr\j—«oxLn—1r^-^^i^C(^^0l"^
a—<mLnxo(Mj-r^'j>—c4-iix—imtpi~- = c\i*jj3^—•"On
n*-* It -t .ri S) r\ 'O S) -c
-v 'O c r-
0O00C3O0O000000OO0O0000OOO0000C000O0O
UJ UJ U UJ UJ
r) c\j .-n > n
^ >t •* r~ -t
-" * r~ o -1-
.n ^ r-
oj IkJ UJ UJ UJ U.' UJ UJ UJ 'JJ UJ uj UJ l-U IjJ UJ 'JJ u
x-T-*XLnu"ij>vO>coxxr-, — (Vit^^ccx
ijj !jj UJ UJ LlJ UJ 'Jj 'JJ IjJ uj LU 'jJ
^ fnc^nr>f^lrl^£^o^nc















ifl in ji Ji i/i in in iTi 'ji ji n in Lfi '^ in ji 'ji X iT. in ji in 'ji ji IT. in X' 1/1 in iTi u". X. iT. in J" tn







-H ,-4 ,^ >^ —
<
»-^ *-4 •-4 1—
(
—* ^H o O
o O O o o o o O o o o o o
+ + + + + + + + + + * + +
JJ UJ UJ UJ >^ 'xi Jj 'jJ UJ lJ OJ UJ uJ
•^ iM n o 0^ o x: a Jl -^ Jj <t U
^^ n D * <f ir. * ^ --* o- T *4
n .-, « J- o iT. T- r^. o J- r (V -y
>* —* r*- 4- <-• r^ r^, r^. iT- r^ c c; n
d- -* n ro m Oj (NJ i\i ^^ o o -J i^
.-H.-H-MI-*.—«—1—<^^'^'-* --HTX)
OOOOOOOOOOOOOOO-^i-^^--^^-^oooooooooooooooooo oo
+ + + -f + + + + + + + + + + +l I I I I
'jj'oJUJUJUJUJixiUJUJjLjUJuJUJUJaJuJaJUJLiJujd-i!o£.o«—>o^^-o*,'vJJ•^-J--.c^rM-3J
'^JO^-o-<o^oa'-<.^J-< .:3»J>-HOO-VJX'\i
r^ J- Oo t\. X J- -c J" r^ — X r~ o iT. } ^i^ ? r- <= o-










+ + + + + + + + + + +* + + + + ++ + + + + + ++• + + + + + ++ + + +
oj liJ oJ UJ 'UJ UJ 'oJ UJ UJ Ui ijj UJ UJ UJ UJ U- 'JJ u» 'JJ U- UJ UJ lAj Uj U; UJ UJ UJ UJ UJ uJ UJ UJ UJ ij UJ
-*.-ni\jf^xxjf-'\j'\j r*^-OLCj^^oo^r*-nox''*>-ij'r^'—'f*-r\j^.'--ij:o.\.o
CT'-'iVi-J-x-cr-orij nr-c^ruj- £Xoc\,^j3P^j-3tv.'^*xi-c~-a: XT 3'j<o
*-t'nxiX)j^x r-c-o £j3>Di~-r^f--r~i;xxx xxoj-jo^a^j>j>j>j>oj>j>o
n rn i-n n ."*! .n ."H '"O rn n m *"*i n m m n '."n ^ n m r) m i"n ro rn i*i i-n en rj m n rn n n n ^j-
occoccoocc ccococciccooooocrcooococcooo
+ + + + + * + + + + + + + + + + + + + + + + ). + + + + + + + + + + + +
Xi 'Oj JJ 'jJ UJ Oj JJ Xl ^ '-^' ;ij OJ -U -U U -U UJ Xl jJ .I. '^ '-ij Uj UJ Ul XJ LU 'jJ 'jJ Ui 'jJ OJ -jJ JJ iJ 'jJ
-•O'jirii'vj^-oo'nf^ f\jooc\jxjJT3xvjD0j^f\jr^o3OO'-*i'vjr-xir-j-X)oo




—t '>j f\i r\i
o o o o
I'M (\< c\j rv. ."u c\j •y .M (\iooooooooo^OOOOOOCOO OOOOOOOOOOOOO
+ + + -». + + + > + > + + + + + + + + + * + + + + * + + + + + ++ + + +
jJ'jJIiJUJUJUJUJUJUJUJ UJUJUJUJ'-JUJI-lJUJUJUJUJ'XIUJuJUJUJUJUJUJUJUJ'xJ'jJ'aJUJ'jJ
-"jij>'MJ--JjJ''=^—' xr^v0'-'-''xr\j!\j.'n;xxrnx7>-"'7>—'^-r^—•xxcvl;^J>vC
-<x. n-c<M(vij3—lO'i; I— ^r->coa^*sj-o<a'<i--ixr-j-x-»o^Xr(\ja.xr'. ox>a-
rtojDojo^scm O'J o ^*xtn^^Jf^J^(^J^o
-t ^o^ryxia^ -i-Of^fnor^POor^>*-oco

















z !\l (\J (V rvj (\J OJ OJ tv M r\j f\J fNJ ?\j (\J OJ
t-H O o c o a o o o O o o o c o o
•ml + + + - + + ^ ^
-f + + + + +
UJ :l> jj UJ UJ IJL) UJ UJ UJ ut UJ UJ UJ UJ UJ
>
\
"" r- o in OC vt o o r~ r^ o —
-c r^ o
a. l/l in o fV .-n -c NJ M B m u ,^ o -1 X3 X o o n rvj o O- J^ ^H r*- in r- vi o -.
O iXl n o •a J- m o X f^ in >f rn d n d
=" -< (VI (\i m * J-. s. vC f^ CD <y- o « (M
u. ' ^ r ^ sC X J3 -c o r vC C -£ r* p^ r^
(\j(\jr\j(V(\j(\j(\j(\j(\jooooooooo
++ + + + + +
111 II ' ri I I.I 111 III ; I ill !t 1
Dco*c^rvja^nxx
o-4i\;in—tiAJ^J—*d











UJ UJ UJ UJ
^ —H r^ I
1-* sO f^
O J^ I'M o o












OOOOOCOOOCOOOOOOOO^^i-"^—*rH^^»-t.-^^^i— »«^^^^^^^^F-<,-* ^OCOCCOCCOCCCOCOOOOOCOOOOOOOOO^OOC-OCOOOOOCO (n
+ + + + + + + + + + + + + ++ + + + + + + + ++ + ++ + + + + + + + + + +
UJUJUJUjUJ'u^Uji-Lj'^UJuJuJUjuJijJUJ'^UjUJUJaJUJuJU^IjJijJUJuJuJUJjJUJUjUJuJUJaJiuJiuJuJUJ'jJ <U
rnrvj-taxf^crxc-iacvn—I mouin-s-r-xcvx c\. .!•(%; -TX*x—i = (^cc30-o~iOoc"noa- Qi
*.n-j-^(\j.*t--a^a-no3^-ooxa>ooxxx.o-s-oinxa>(>cfMininroxa>xj-r-xi—iroo
rr^o-r^i — '-(\jxt='--'nmmj--j,nr-x=X£.t(\jor-.a-.-iXir. ojx-TO'/iojioj-xrvjmx









































Ul UJ OJ aj
iM m X r^
-1- r~ t\. 3~
n 1^ .£ o
1^ ^ Oj -1






UJ LU Uj Jj
X > Xi J-
O
-T vC >J
— J- n mO O C\j J-
X X — vj-




p^ Os^ r^ m T'
r* i3
-a* r- ^











<uj Ui 'Ui Uj uJ UJ UJ uJ uJ UJ lUJ UJ uJ uJ Ul UJ UJ UJinxiPui^r^mxi—*^xi^^i\j'Xioinoo
mx:vi:^a^oxiixiJ>t--or~xri.-o.o-a-x
— jvir-.i)r*f~xa'-"^-03^(^i'~- — £—
1
rnx o^xPoj?o <j-c>rnf^^xoxo ^
oo-H—1—40J,^Jl•o^^r^-*-iXlJ^^OJ3^or-
JJ UJ UJ 'uj
—
• in X j<
-» o 'n o
t~ r^ (! .c
X n 1^ f\j










^_^__„__„,-,___„_ |«_.^_^___,^„___l^^^_____«_H_„ O003000300300000000000000000000 0'0000030000 t/1
+ + + + + ++ + + + + + + + + + + + + + + + + + + + + ++ + + + + + + + + + + + + + f





+ + + + + + * + + + + + + * + +> + ++ + + + + + + + + + + + + + + + + + + + +
UJ lAj UJ jj "-Ll jj UJ 'Jj uJ 'UJ UJ uJ ilj ijj I-LJ uJ UJ UJ ijj lu) uJ lu) 'UJ UJ 'uJ 'Jj UJ uJ UJ UJ 'ul UJ UJ tU UJ 'Ij ijj jj UJ uJ ixj UJ *
xor^nxxno-xa^ojxx.— oinn-ii-f~-i-nojoir»--i-*xojo^in<\iojix—looj^j-nxx-s- 1—
1
nCiji—•t>-o4-r-'-r. o-t>^3n — r--.'nor^.*-—*j^>-X4-'nAj—*^—«—»i-\i.-n ij-n*^>—«4--^
,f\J^llo,*ll^^d^lnJ^c-ccr*xXl>^0'-l^ry^om>tnxl^xo^o—»i'vj.'n4-X)Or^xO'-*>\j ^.






m n r> n ro n n m n n rn m m n n n m m ''n m
o c o o o
+ + * + + + « + + + + + + .
UJ 'oJ UJ 'jj UJ UJ UJ UJ 'jj UJ U-, UJ UJ ^ UJ aJ ii 1n i—
t
^-( vC <• ^ sC Si u^ r* ^ in n ^H •~t f^ (P A , ifi
,^ 0^
•r. o h- ^ CM ir, a: ^ r- ^~4 > t' .^ ^-4 r^ r\i
^^ n X 'Ji m <t X -* tn sC "VJ "0 r* r* rn -n
CM un X) Aj .0 -d" J* >j- J^ u^ .-H h- ^d' OJ Ti 7s 7>












+ + + * + + + + + * + + +
UJ UJ Uj UJ UJ 'JJ 'JJ UJ 'xJ UJ UJ UJ 'JJ UJ
xnxxu"-Nr<?^op«-scxn.—
X.J1LP—<c^aJ'^,^oo^Jo — r-<t
sc <r n X cr ^rv X n X iM o u^ X a*CM^o^Or"-^—fPuc>^X'-<"d-o
O^OsO'-'X'rorn^o^r^r-mor*-
^c X J^ -^ —' I'M -t n ij^ i\j -^ -H ^ CO
I I I I I I
t/1
o o o o O O O ' 0000000 oooooooocooooooocoooococ cooooo
i^^i^^^:i^^i^;i;^^i'~^t!:^ ajx;uj'jJiu^uja..aJ^u.uj^uj'-LJuJ-iJuJ'jjaJ'iJUJUjaJujuju--u.uj'x)
:i??^^^^'^^^S^^^C;f ,\;.?^rMXr-^cr^xxj^t-i-.njo-.j:a^^^o-^
J' 3' a< y
3- X -f -f ^
(\' rvj (\j (\j 0^ <'\j c\i OJ CM c\. rvj t\j v\j Oo fv r\j AJ rvj f\. c\j c\j cvj rvj
ooooooooooooooco
= 00 OOtI:OOC2COOOOOOOGrOOOOOOOOOOO
'tl III III ill 111 til ti ' ti L 111 III '1 I U r III III ' 1 : 1 i UJU-ij-aJlj_UJUJLLjiJ^UJULjuJUJuJLiJUJjj'xJujUjli_UJ'aJUJaJLi_UJ'-i-UJ
vi.7'^-viT4-7'4-o-<.'^'/iXLni(MJ-'Xio^vC'-r-j-ir\;r-—<tJ^J
J-, ninv0^vC.ci^i-r-xxxjxcrT> JlJ^oJO----lAJ^vir>^;vr)n,•^<ro<r<ra^J. Jlrl£^.£^^-l-























+ + + + + + + + + + + + + + + +
aJUuJ^iJaJJJUJ j-:lUjJjlJUJ'jJ.uuJjJ
f^ h- a- —" Xi o^ n f7> ^ —I r^ ir nj o x -x





= — 0. ,\, 1'-, J- r, >c X
c>Ajinx—'j-'^o
X C 'J^ J^ J^ O O O —' ^ ^ —* Aj .OJ
jj ixi Uj ^
a; ij> <j- 7
X i j^ a
XI j^ AJ
-n
<jj UJ ^ 'Jj uJ Jj -d uJ UJ 'jj Jj lAj .U 'xl aJ xl
J- I -I .-n X' .C X— il A. O- LP C- O^ J- IT' >(OO^'-i^'-i^'-i—'OOJi'J^Xi'^X
o-cu^ix-Hj-^oiiiCJ*—i-d-r-on
!>- 1*1 1^ i-^ ^ * J- xi iri ri ixi X; X* X c^ ^
,\J AJ AI AJ OJ AJ ,\J AI AJ ,M OJ M AJ ,-VJ M AJ AJ AJ .\l AJ TJ M Al AJ \J
OCOOOOOOOOOOOOOO
+ +> + + + + + + + + + + + -f*
UJ ijj UJ ijj UJ jj UJ xl Jj xl UJ 'JJ Jj uJ Jj .xl
,c-.o—'-T^onxuo-cj^j^m 3-xO*X\JX-'^-'C0jX a--il TAJ
t J) -C
-c y- —< M 3 ^, r~ X> :3 '\t en n r~inin.nin'nxi.oo^Oi3-o>»>-'*-r*-r^
000000 0000000000000000000 0000
jj 'O Ld 'iij 'jj I
J .•n ij- r-
o 3 X J-/ O AJ
XJ ij xl 'xl xl UJ 'Jj 'Jj 'il UJ X) UJ uJ
1"^ —1 -< <r O" JD J- Lfi X .•^ o I '> o <t T
O^^J-.0-^J^J^7^>0-l-^0.,<f/^0
XO\j>1Xlr~a>—i*X COAJ-3-X
xl xi -jJ xl
'ji 01 .-n rn
33 O AJ J-









AJ AJ .OJ Aj ,\J AJ iM -M .\J OJ AJ AJ








U xl UJ UJ xj UJ XI UJ UJ UJ <x. 'xl XJ xj xj xl0^^0'-^mAJ^-c^xoc^^nAJ^^^/^0^
-C





+ + -»- + + + + -*l + + + + + + + + + + + -* + + + +* + + + + +




C J^ A' X O 'X O X O X A J* X rn O :T' X X. 1^1 AJ AJ Aj A: Aj m vj- 'X 1^ > —
ox — xAir-r^j-x. o cojx j-o xajX j-oxaj xx
O X o^ O—•—AJ,Aj,^:^J-d-XIJ3Xi^-r^X3^J'00-<AJAJ'»li'»1-t\jAJAjAiOjmronrnronfnnnmfrronrnfnfnm^>r>j-^-t 'T-d-^
n-*'XiXr^^a*o-— Aj(rsf'Xvor-X) to^iXi"^ jxx^^xj^o—•Ai.'n^xxf^xj^o-i.'vjfn^-Xixr^x



















UJ LlJ LU UJ
P^ (\J O- —
1^ 'Ji
-r 'Xi
= M sO ry
(J- 'J1 -< 03
IT J1 J^ <f
UJ Lu Uj UJ
n ^ (^ (s*
-* — J- (\.
o o —» ^
iTl i\J J- x>


















f*i n "n n





rvj <r ^ cr
(\j (\ a; (V
C7-
I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I
ooooooooccooooocooooooooo oooooooooo ocoooooooo
Luu^aJUJ'xJoj^aJ^uJjJaJuJoUaJ'xI'uJaJ'jjUJ
a ^ a- n -J: r-i t~ £, '-' '- St ~t 1^ -^ if. y
1^ LU Uj -J Oj Uj LU '.U uJ oj UJ jj
! ij 'X- 'xi ^U -i.' LU UJ UJ
o '0* ^- ^ j^ ro ^ o cc X <? i\.' o X c ^ fv J' '^ -J- ^ J^ >c r^. o r* d-
I







l UJ UJ UJ 'UJ UJ oj UJ Uj LU UJ u_' 'uJ Uj aj UJ Uj uj u-' UJ UJ UJ .ij u-UJLU UUJLULULjJLUUJ'jjLuUJ«ju^.^,.--fc._ _ —
' ' D T- 1^ 1-^ vC vj: ."^ X o I -t i~- j: o X .c tv ji n -<
" ^ " " " " j- ^J>O0JX-;•
~
' — -
.-n lTi .i' X
OJ
.M .-y oj i\j I'vj ;\j c\j ivj (\j ."vj T) n .^ ,-0 .-^ m ii (^ m n i-n 'o n ,-n rn -n n -n :




* j^ u'~. n !: ^ i/l X X
.^ m r^i n m r*i "^ ' '^ i^n •"O "n ."n i*7 ."^ ("o .^ *i
UJ 'uJ UJ 'jj uJ ijj 'jJ 'xl LU Jj LU :jJ UJ '-J uj UJ
.x-j-nou.'Mooojcvj-v/rirnr^oj—lox
—i4->.ornX'J>!\lJl'X—"j-i^omjl
-•fiLnxocu-i-r-O"—• j- a x—-i^j".










UJ 'U 'uJ aJ
r oj X
J- —t X
> —• fo -n 1^
— AJ .-vj iV AJ i-vj
UJ U 'U UJ
o n >- r\;
X X X [^
O (V J1 X
t\j Aj vAj :m *\j rvj rvj o»j ru .\j (\j ^J cu c\j i\i ru ru f\j rvj rvj !\j (\J iNj r\j c\j i\; rvj 1^ rn 1"^ (^ ^ rn ro .-n rn ^ .-n -n (*i m .-n I'n rn ro n








X 0^ :^ X lT: —
'
X ^ o f^ o ^
n r^ — ji o j^
Ln oj o i~- 'ji '\j
0", X I*- r* X J^
n J- rv; J x j
o
= X A.' 0^ £> m ! -J- C f^
3 /^ j^ r\j o X
'.M n rn
—1 ~- rn I















+ + + + +. + -. + + + + + + + + + + + + + + + + + + + • + •• + + ++ >.t.>4.4. + .f + + 4. ,
Ij LU uJ UJ -jJ uJ UJ uJ uJ UJ 'Xl LU 'oj 'UJ UJ oj uJ 'jJ LU 'xl LU Uj 'uJ uJ UJ UJ uJ UJ UJ uJ uJ -u-' uJ uJ uJ UJ U uJ aJ aj UJ .jJ UJ uJ jJ uJ
















+ + + + + • + *+ + + ++ + + + + + +
UJUJ'JJUJUJ'jJuJUJUJUJUJljJIjJLiJUJLiJUJUJUJUJ
^ T. ^ '\i rn ^ 1^ <x -S) '-i <z: fj^ 'St X <S) 'S^ '•^ c<s <t en
UJ Uj UJ •jj UJ
<f cv J- in X
>-4 •7 •^ CO OH
<t ^^ •n 7> ^M
n r* *4 LTl ,—t
n m d- •d- ir.






















+ * + + + + ! I 1 1 I I I I















^o^f^r^f^*'^ro^roni .0 ri ,-0














+ + + + + + + + + + + + + + + + + + + + + * + + +












UJ '^ UJ 'jJ Uj UJ 'oJ ' 'xl 'xJ xl '.iJ 'jJ jJ ~lJ
ocojx*3X'Ji-ct\J~toj.-^oooo—•vjr^jir-
Ai -n "1 —. X
—
1 m X j: c ,-vj 01 u"!
-* J- >* d" in tn in in
7>0^ DlT—>~DO
o r«- J^ 0^ o ^ rvj 1"^; ("n .-^
n in n in ii ^ J3 X) ui sO
01 01
AJ Oj
ijj xl UJ UJ UJ jJ IjJC O C
X J* 7* O O O
01
-n -^ J- d- .J-
-nx»^%OU3vOJ3^
0*1 01 oi 01 01 n f*> n 01 01 ii 01 o> .'I r*i 01 ,"0 01 oi 01 01 01 01 01
\joj!V;(\;ojOdOji\i,Moj.-yAj.'\iAji%ir\jr\jojc\j(\j(\j,'ya;(\i




'jJ oJ 'iJ uJ oJ UJ ^ LjJ UJ jJ '-J 'oJ -iJ LU UJ UJ 'JJ oJ UJ LlJ jJ LU UJ oJ .U 'jJ
iTr^rvjfVi—*t\in-j- ^c7'C\JLnJ^'3'or^'no>-'^or^^oxo
.o^r^Jm>fJ^^£*^•x:>o
J^ LD i/l j-i tT. lO J^ J^ J^ :J^ o
80

































i T—f li ( i"o ! il it ii ;! V-X \\
'.
'.' 1 L'.' ""< '. •,' Ul. ':'
}
l.'.J 1—I -r—: l_il. -^
X' 'ZiZi •HI} *IZ- '_!Z= '-i^' '!2<.' '-iZ' 'Jt- -'-1^' 'Jj.' --U-
^O f"-- CC' U"' 'IZ- •—' C--1 0'' "^ U~- '£' T'- ^ '"] 01' "^ U"! '£i r-- CO iJ' iJi.: -—• Oi CO TJ- Li"'
























; 1 ; £ r ! ; ; ;
<
^' 'X' 'X' -^'' 'J:
'
—
' C'-J C'"!' "^ U ]_! [•_ iJJ ;_r"l l_|Ti n—
(
_ r-_ f--- r-- !"!"f
'"!"'











.:.•_ iT_ -J—J i;^; .•-
NM
o2
'Jl.' !_ill ijl:.: =^1 'jj 'Hi 'Ji,i Jj!:.'' J^J iJ:^! :-^i ^.J^i
•Xi f'-— \jj ij; f^j T—( Aj if-'r -Tj- [j~: '.^fi r--




















.-' ;7^ :-; :- -; ;" E—
!




-h 4- '3:= I -T-H 3u CiL r r Ih -r- 0-J ;3:i ^r:; =2^1 ^
-
~:

















'11' UJ O'f ijj ''—'












CO ;~= Tr; 'I3i= OJ jT" ^ X -t: lv; = i
"J -—i ; ; 1 ; Lhl! y 1—
(
jT ii ''y' Ol. .--: i— LU il ^LJi iX =I£! LU i~i _1
- '— H' :—
J
^ ^^ u: LiL LU U_ Ll_ i=( ij"i 0:: -- LLj L'l' -'- -" ^-'- Ll. LL.




ijj S tZIf C-J \0 ^ Li .' !? S '?
—( r-.i C'-J




















Li.i !:i.i Jij.; iii^i rHi O





















ijj I ', t
<
a i_i} I'j'j \ E_i_ i I [ !
!^; i^Ti ;^; i^Ti ^H; ilZi iZHi fZTr iZHt 'X-
f'-- P-- ^- T- CO 03 C-J -IC- CO "'I'l
86

; ij-i K£i >'•.} oj p-_ M'l rn T—1 '-ii! i.£i '.Ci r--_ i^
f'i Tt- <""! r": r:.j jT': f'-_ t1- '.J^i T^J iT'i TT if"













!l M i\ n n u ii
"'.J o'.' rr Lo i-iii r--




t ; I 11 M if t I
' U_ ' ' ' '• ' ' ' ' ' ' ' :

1-H 1—< -I—! -t—J -1—1 f-H T-^ T—I 1
—
I 1—r 1—I -I—! -r—t T—f 1
—
I T—! -I—! i—! -i—: -:—i i-H i-H f—! i—f !_i_ |_
^-! j^'I i^-r i"T"I j^'^ j^'- i^-r i^"I i^-I i^'I i~T'I 1^"! i^'T i^'I i^"^ i"T-r :"*T't iT-r j^'l f 1 .-I 1^'- T^T'T i^^r 1 I :".
3










i."-J 0-i O-J O.J
-.
i 01 Oi ^i C'-i 01 C'J
" "
'"
3-. =-. i_;-i 3
01 01 -^^ C'' J C=J -J 01 0}
T'l
" _ _ _ _ ~ _ _ - _ _ - _ _ _ _ _ _ ~ _ _
-
"_L' =_!' =_:.= _:.= '_L= '-:.' '-!.' '_:.= _„' !_L- !_:.: =_L= _:.' _!' _!' _:.' '_L= -- '-J- '-:.' --' -_:.' '_:.= -)—
,
O
r, Tj- '-I Tj- n




:J-' 11 n is i! W W !i II II ii 11 li ii II ii 11
l^Ti .-"- .•"-. .-"•- .-. .--•. .-- .---. .—
-,









M ^ !j-) yn
'-C' P-- C'J '7'' '31' ''—' '.''-J T'T' "7i~









N = number of characteristics
U = total turning angle
D = U/2N
PCl,N) = X coordinates of P = 1 to N
y coordinates of P = 1 to N
X coordinates of Q = 1 to N






angle of left running characteristic
for each step
angle of right running characteristics
for each step







Figure B-2. Point to Point Calculation















































PRESSURE DROP IN A SUDDEN EXPANSION PROCESS
Figure C-1 shows an expansion process in a duct, from
uniform conditions at station 1 to uniform conditions down-
stream at a larger area at station 2. The assumptions are:
(1) The flow is steady and adiabatic with perfect gas
behavior, and
(2) Gravitational forces are negligible.
From continuity
Pl^l^l " P2^2^2 " ^ ^^'^^
From momentum conservation
-PlVl^ - P2A2V/ = P^A^ - P2A2 CC-2)
From energy conservation
H , = H^ (where here, H denotes enthalpy)




V = /2c T^
\/ P t
is the "limiting" velocity, a non-dimensional velocity, X,





From the perfect gas equation o£ state
Pl^l P2^2
and tl t2
PT tl pT t2
(C-4)
Since the flow is adiabatic
tl T t2























2 X A(1-X^^) ^2 ^2
(C-8)
Pl^l' 2k
1 v^^iVi_ k - 1 ,i-^i\





rk+l Y 2t ( 2.2 [^ (1 - X,2) . ^ x^2^(!i) .1 = (C-9)
P^ is obtained by solving Eq. C-9 for X^ and substituting


























Nozzle Side Plate Flange Mounting
Diffuser End Plates
Window and Window Support Ring
End Passage Exhaust Flanges
Main Exhaust Flange
Blades and Mounting Pins





















































r s ^ CO
"*
,
g» r ij — " L« _ '^ _ - 1 ^1 1 - ro
33
X :^ }^£1
1 ^ -n —^
?. ^ ^' ' SH !-'; ._ 1 , ^' 1 C ^
!n'\1 4^ i y ' lLi IJJ !^J _C c"



















- 1 // \ '' \v\ ' ' (T^ '-0 ~.
1 1
6 1















1 -A\\ ' i
1
\ //''^'" .+ T-r
L ' ' 1 \ \^ i X 1 ~^s /// ' ^ !
;
i



























~ 2 ' 1 § ~
i
1 (O - - .-(K- " ^. "T* 1 ' -J "5











Ol - ^ i









- o 1 ill ' 3 ^
_






























1 1 II '• '• T III 1
""^^
1 L .i_ _1_ L» I i *_ i T ,
^^"~"^ CO CO 1 !
^^""''^^ r il













1 - < ^ -
r^ —








1 , ! A^= 5 "^ 3 ' ' '











1 .-.:--- _ L ^
<£. j ; ' 1 '
'2
5 ; "- --
: 1 1 0. f 1
-_, :




























/Vo2zJe S/de PU<« rU«3<! /1ouo+/«g
Drawn by: r/A- ^e-y^'Cr D-tc IZ June 73
D-q.No. 5-/03 -/? Toler*nce* - uniMs o+tierwiw noted:
FtdcHom :± ^"^
Decimals j« -±1 .i^_^
Anqlas - _1 <l<cj.




















































































































I I I I



























< >: In ? o
1 J ;5










































-f- o li ^ 1 1













CO =5*: O >^
"i; ^ —
















































-sj (^ (T* ^ G^ "^ r^
' CN %T — n a> —
-J
' O
-J f^ rn OD >i) o
• CN CM m o O -^ -H
— fM m
-J- O
1/1 'T\ -^ i/l -™ (O ON ^ — — (
I f^






O o +1 : ti +! n
•^
s ^ » 3
o
^ ^ ' S "^
a
i Ve ?



















i rh i! ^










5 ii 41 II 1; i:
1 ' ' 9
u
^ o 3 U "



















1. North Atlantic Treaty Organization Advisory Group for
Aerospace Research and Development Report AGARD-AG-207
Modern Methods of Testing Rotating Components of Turbo -
machines (Instrumentation ), April , 19 7 5
.
2. Shreeve, R. P., Probes and Measurement Techniques from
Tests of a Small Transonic Axial Compressor , AIAA Paper
78-969, to be presented at the AIAA/SAE 14th Propulsion
Conference, July 25-27, 1978, Las Vegas, Nevada.
3. Shreeve, R. P., Dodge, F. J., and Hawkins, W. R. , Probe
Measurements of Velocity and Losses from a Small Axial
Transonic Rotor
,
AIAA Paper 78-1198, to be presented at
the AIAA 11th Fluid and Plasma Dynamics Conference,
July 10-12, 1978, Seattle, Washington.
4. Hawkins, W. R., Determination of the Blade-Element Per -
formance of a Small Transonic Rotor , M.S.A.E. Thesis,
Naval Postgraduate School, Monterey, California, 1976.
5. Naval Postgraduate School Report NPS-67Sf 77071 Data
Aquisition and Analysis Techniques for Measurement of
Unsteady Wall Pressures in a Transonic Compressor , Ey
J~. W. Simmons and R. V. Shreeve , July 1977.
6. Shreeve, R. P., Simmons, J. M. , Winters, K. A., and
West, J. C. Jr., Determination of Transonic Compressor
Flow Field by Synchronized Sampling of Stationary Fast"
Response Transducers ', to be presented at the ASME 1978
Winter Annual Meeting, Symposium on Non-Steady Fluid
Dynamics, San Francisco, CA, December, 1978.
7. Winters, K. A., Development of a Method for Measuring
Velocity at the Exit of a Compressor Rotor Using Kulite
Probes with Synchronized Sampling, M.S.A.E. Thesis
,
Naval Postgraduate School, Monterey, California, 1978.
8. North Atlantic Treaty Organization Advisory Group for
Aerospace Research and Development Report AGARD-AG-167
,




9. Pope, A. and Coin, K. L., High Speed Wind Tunnel Testing
,
John Wiley and Sons, Inc., 1965.
10. General Electric Company Corporate Research and





11. Commander Naval Surface Weapons Center Unclassified
Letter K- 81 : RLPV;njh 3900 Serial 198 to Dr. R. P. Shreeve,
Director, Turbopropulsion Laboratories, Department of
Aeronautics, Naval Postgraduate School, Subject: Request
for Assistance in Obtaining Supersonic Nozzle Designs
,
3 March 1978.
12. Ruptash, J., Growth of Boundary Layer in Supersonic
Nozzles, National Aeronautical Establishment.
13. National Aeronautics and Space Administration Special
Report NASA SP-36, Aerodynamic Design of Axial Flow
Compressors (NASA SP-363 , Edited by Irving A. Johnson





1. Defense Documentation Center 2
Cameron Station
Alexandria, Virginia 22314
2. Library, Code 0142 2
Naval Postgraduate School
Monterey, California 93940
3. Department Chairman 1
















7. Lieutenant W. J. Demo, Jr. 1
C/0 Supervisor of Shipbuilding
Conversion and Repair, USN
Long Beach Naval Shipyard
Long Beach, California 90201
8. Turbopropulsion Laboratory, Code 67 8
Naval Postgraduate School
Monterey, California 93940
9. Mr. Karl H. Guttmann 1
Naval Air Systems Command, Code 330C
Department of the Navy
Washington, DC 20361
10. Dr. H. J. Mueller 1
Naval Air Systems Command, Code 310A




11. Mr. Eric Lister
R § T Division
Naval Air Propulsion Test Center
Trenton, NJ 08628
12. Mr. James R. Patton, Jr.
Power Program, Code 473
Office of Naval Research























Cascade wind tunnel for transonic compre
3 2768 002 10134 7
DUDLEY KNOX LIBRARY
*!*-.
«-..
